
Guidelines for Installation: Avoid:
1. CIT36* Units should form a staggered bonding line by
    crossing with CIT23s and CIT52s.
2. Maintain a minimum 4” between vertical joints.
3. Maintain a 3 - 4 foot horizontal joint length.
4. Two CIT23s will bond with one CIT52.
5. A CIT23/CIT52 combination will bond with one CIT81.
6. Maximum vertical joint is formed when crossing a CIT52 
    with a CIT36 (=9-3/8”).
7. To maintain the standard ratio of sizes in the wall, CIT81
    should be placed approximately 2 feet apart. CIT81 units
    should not touch each other.

   2 units of the same height.
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Size Percent Pieces* Per 
32 Sq.Ft.

CIT23 15%

CIT35/36 9

CIT52 13

CIT81 25% 6
*One piece is two linear feet.

A General Shale Brick, Inc. Company

www.arriscraft.com
800-265-8123

Photographs represent colour, range and texture as closely as the printing 
process allows.  These are best viewed in natural light.
Product is not shown to scale. Actual unit heights are 2-3/8” (60mm), 3-13/16” 
(97mm), 5-1/4” (133mm), and 8-1/8” (206mm).
Product shown is 4-Unit Citadel® Building Stone. Citadel® Building Stone is also   

Arriscraft Basic Care and Masons’ Instructions are available for installation   
information
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